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30 Wulbro Corporation

Governor Systems

The governor is another option available 1 Walbrao
customers. [t works off the vibrutions created in a
running engine. The govemar consists ol a spring
which holds a ball against a seat. When the engine
exceeds is governed speed, the vibration of the ball
overrides the spring. When this happens, foel is
allowed to bypass the ball and Nows directdy from the
megering chamber into the carb throst. The rich mixiure
causes the engine 1o slow down.

Generally there is no scrvice needed on the gover-
e system. If you cannot get the mixiure o lean out,
make sure the governor ball s not stuck open. Kccp
in mind that the enginge will ac1 rich 2= it maches us
governad spocd, 50 vou will not be able w lean it out
al no-load, wide-open twoule. To adja the high
speed mixinre on 2 governed engine youwill havetn
load down the engine o adjud the high speed mixume
becamse on many enpgines the povemned speed canbe
reached befone the main nogzle is delivenng focl
This style gpovernor sysiem has also been incorpo-
raled into the main nozzle on some carburelors,



The proper wols add efficiency and profession-
alism 10 the carburctor repair job. The 57-11 pressure
tester and the 500-500 wol kit are also available asa
package; order the 400-595 from your distributor 1o
receive both. Any of the tools in the 500-500 kit are
also available separately from your Walbro distribu-
tor. The 57-11 pressure gauge pump can be rebuilt,
using the K1-Gauge rebuild kit
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500-500 Teol Kit
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