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COOLING SYSTEM FILLING 

1. Check the coo l ant levels in the recovery tank and filler neck. Add coolant 
as necessary to bring the levels to the FULL mark on the recovery tank and 
to the top of the filler neck. Replar.p the recovery tank filler cap. 
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2. With the track off the ground, run the engine at 4000 rpm until the 
thermostat opens and the coolant -freely circulates. If the coolant level 
decreases in the filler neck, with the engine running, add coolant until 
the level is once again at the top of the filler neck, and replace the cap. 

WARNING: To avoid being burned by hot coolant, before removing the filler 
cap, always be sure to carefully relieve any pressure build-up if 
the engine has been running. 

WARNING: Av01d contact with the moving track. Entanglement in the machinery 
of shop towels, clothing, or body parts could result in serious 
injury. 

COOLING SYSTEM BLEEDING PROCEDURE 

If, for any reason, the cooling system is drained, it is essential when 
refil l ing the system that all air be removed, using the following method. 

1. Remove the seat and both filler caps, and add coo lant as necessary to bring 
the levels to the FULL mark on the recovery tank and to the top of the 
filler neck. Replace the recovery tank cap. 

HEAT EXCHANGER ILEED IOLT 
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COOLING SYSTEM BLEEDING PROCEDURE CONT'D 

2. Loosen (do not remove) the bleed bolt at the left side of the rear heat 
exchange r and allow coolant to run out .until all air bubbles disappear from 
the coolant. 

3. Tighten the bleed bolt and replace the lost coolant. 

CYLINDER HEAD BLEED BOLT 
I 

THERMOSTAT HOUSING 

4. Loosen (do not remove) the bleed bolt on the cylinder head and, once again, 
allow coolant to run out until all air bubbl es disappear. 

5. Tighten the bleed bolt and replace the lost coolant. 

WARNING: To avoid being burned by hot coolant, before removing the filler 
cap. always be sure to carefull y relieve any pressure build-up if 
the engine has been running. 

6. With the track off the ground, run the engine at 4000 rpm until the 
thermostat opens and the coolant freely circulates. If the coolant level 
decreases in the filler pipe, with the engine running, add coolant until 
the level is once again at the top of the filler neck, and replace the cap 
and seat. 

WARNING: Avoi d contact with the moving track. Entangl ement in the machinery 
of shop towels , clothing~ or body parts coul d result in serious 
injury. 

WARRANTY INFORMATION 

These procedures are part of normal predelivery service. No special warranty 
allowances applies. 


